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CHAINS

GENERAL INFORMATION
•	OPEN LINK

•	WELDLESS CHAIN

•	PROOF COIL CHAIN

•	HIGH TEST

•	LASHING

•	COAST GUARD BUOY CHAIN

•	STAINLESS STEEL

•	ALLOY

•	DOCK FENDER CHAIN

GIVE US A CALL
TOLL FREE 800.233.8014

NEW & USED CHAIN
Always in Stock

RENTAL AVAILABLE

From 1/4’’ to 5-1/4’’ Diameter in 
the West Coast 

East Coast 
and the Gulf Coast

We are DIRECT IMPORTERS 
and FACTORY DISTRIBUTORS.

•	STUD LINK

•	U.S. NAVY

•	CAST STEEL

•	O.R.Q

•	GRADES 2, 3, 4 AND 5

DOMESTIC AND 
IMPORTED

ONE OF THE LARGEST 
INVENTORIES IN THE 

COUNTRY

WITH or WITHOUT 
CERTIFICATES

(A.B.S., LLOYDS, D.N.V., ETC.)

CHAINS
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GENERAL INFORMATION
DIMENSION RATIOS
For many years, dimensions of stud link anchor chain have been standardized so that all chain manufacturers are required to 
furnish chain conforming to dimension charts published by various testing societies (Lloyds, American Bureau of Shipping, etc.), 
within their limiting tolerances. For estimating purposes it is often useful to note the following:

The inside length (“grip” or pitch) of one link is 4 wire diameters.

The outside length of one link is 6 wire-diameters.

The outside width of one link is 3.56 wire-diameters.

The gauge-test length is the outside length over 6 links and equals 26 wire-diameters.

The weight of one link is about 3-1/3 times its wire diameter cubed.

Doubling the wire-diameter of one link multiplies its weight by 8.

The weight of 1 linear foot of chain is 10 times its wire-diameter squared.

The length of a standard “shot” = 15 fathoms = 90 ft. = 1080”.

The weight of a 90 ft. shot = 900 times its wire-diameter squared.

Doubling the wire-diameter of a 90 ft. shot multiplies its weight by 4.

Doubling the size of a chain theoretically multiplies its strength by 4; in practice, by a trifle less than 4.

The safe working load of chain is ordinarily assumed as one half the proof test.

CHAIN LENGTHS REQUIRED
In determining amount of anchor chain to be used for a particular anchorage it is usual to allow 5 to 7 times the depth of 
water; dependent on such factors as nature of bottom, present and anticipated weather, tidal and current conditions, state of 
readiness of the ship’s powerplant, draft, amount of exposed hull and superstructure, and length of stay at anchor. (U.S. Coast 
Guard)

CHAIN AND LINK MAINTENANCE
Anchor chain cable should be ranged at regular intervals and examined for damage and signs of excessive wear. It is 
considered good practice to occasionally shift the shots about in the chain to insure even wear. The chains may also be sprayed 
with a preservative such as fish oil at this time. (U.S. Coast Guard)

The U.S. Navy instructs that at least once every eighteen (18) months all anchor chain cable regardless of size, including 
detachable links, swivels and shackles should be examined, over-hauled and placed in a good state of preservation. Chain 
connecting links particularly should be disassembled and the interiors recoated with grease, and identification mark restored 
if necessary.
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GENERAL INFORMATION

RATED LOAD VALUE

PROOF LOAD

PROOF TEST

ULTIMATE LOAD

SHOCK LOAD

SAFETY FACTOR

COMMERCIAL SURFACE 
QUALITY

The maximum recommended load that should be exerted on the item. The following 
terms are also used for the term Rated Load: “SWL”, “Safe Working Load”, “Working 
Load”, “Working Load Limit”, and the “Resultant Safe Working Load.” All rated load 
values, unless noted otherwise, are for in-line pull with respect to the centerline of the 
item.

The average load to which an item may be subjected before visual deformation occurs 
or a load that is applied in the performance of a proof test.

A term designating a tensile test applied to the item for the sole purpose of detecting 
injurious defects in the material or manufacture. 

The average load at which the item being tested fails or no longer supports the load.

A resulting load from the rapid change of movement, such as impacting or jerking, of a 
static load. A Shock Load is generally significantly greater then the static load.

An industry term denoting theoretical reserve capability. Usually computed by dividing 
the catalog stated ultimate load by the catalog stated working load limit and generally 
expressed a a ratio, for example 5 to 1.

The surface condition associated with the normal methods of production of raw material 
and machined surfaces. The surface condition of the products shown in this catalog. 
More refined surface qualities are considered as special.

All ratings given in tons refer to short tons of 2,000 lbs.

NOTE: The right is reserved to make changes in product design, material and specifications without incurring obligations.

WARNING:
Low and high carbon steel welded and weldless chain and attachments are not to be used for overhead lifting purposes or  
where its failure is likely to cause damage to property or persons.

DEFINITIONS



EMAIL 
Sales@AnchorMarineHouston.com

WWW.ANCHORMARINEHOUSTON.COM
TOLL FREE

1 (800) 233-8014
HOUSTON 

(713) 644-1183
FAX 

(713) 644-1185 45

CHAINS

CHAINS

To meet American Bureau of Shipping specifications, the 
length over any six consecutive links of stud link anchor chain 
should be 26 wire-diameters, with a plus tolerance of 45% 
of one wire-diameter, and a minus tolerance of 30% of one 
wire-diameter.
To test the fit of a given chain on a given wildcat, it is suggested 
that a nine-link sample of the chain be used, consisting of five 
consecutive common links, one detachable link, and three 
consecutive common links.
When the link at one end of the nine-link sample is held 
snugly seated in one of the pockets of the wildcat, the 
remainder of the sample, held taut, should wrap readily and 
snugly around the wildcat so that they grip measurement as 
calipered between the two end links should equal the inside 

length of one link; namely, four wire-diameters.
If the nine-link sample is within these tolerances, refusal to 
wrap readily and snugly to a four wire diameter closure 
will afford obvious indication as to whether the pitch of the 
wildcat be too great or too small, an obvious indication as 
to whether and where the whelps of the wildcat may need 
modification of contour.
Newly-cast wildcats are not infrequently slightly over-size. 
This condition is correctable by chipping away excess metal 
where indicated by the above test.

SUGGESTIONS FOR CHECKING FIVE-POCKET WILDCATS

Pull

Critical Pitch Diameter

Strong Cord, or Flexible Wire

This Distance Should Not Exceed
Four Wire Diameters 

Four Wire
Diameters

Four Wire
Diameters

Well Greased. 
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APPROXIMATE VOLUMES FOR SELF TIERING CHAIN
BASED ON A COMBINATION OF TABLES INCLUDING NAVY FORMULA (V =     )

VOLUME OF CHAIN LOCKER FOR SELF TIERING CHAIN USE (V = 1-1/2 X     )
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OFFSHORE CHAIN DATA (OIL RIG)

Formula
d= nominal chain diameter in mm

WEIGHT KG/M
VOLUME M3/M
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DIAMETER OF CHAIN

Conversion
1 LBS = 0,454 KG.
1 CWT = 50,8 KG.
1 TON (LONG) 1016 KG.
1 KN = 98 KG.
1 N = 0,98 KG
1 INCH = 25,4 MM
1 FOOT = 304,8 MM
1 FATHOM = 1,828 MM

STUDLESS CHAIN

0,0202 d2

1,05. 105 d2
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CHAIN SIZE LINK 
LENGTH 

A

LINK 
WIDTH

B

LENGTH 
OVER 5 
LINKS

C

 
GRIP 

RADIUS 

D

WEIGHT 
PER 

15-FATHOM 
SHOT 

(APPROX.)

NO OF 
LINKS PER 

15-FATHOM 
SHOT

GRADE 1 GRADE 2 GRADE 3

INCHES MM PROOF 
TEST

BREAK 
TEST

PROOF 
TEST

BREAK 
TEST

PROOF 
TEST

BREAK 
TEST

 1/2 13 3 1-13/16 13 21/64 225 535 10685 15275 15275 21930 21930 30555

5/8 16 3-3/4 2-1/4 13-3/4 3/8 365 432 16620 23745 23745 33220 33220 47465

11/16 17.5 4-1/8 2-7/16 15-1/8 7/16 415 391 – – 28663 40353 – –

3/4 19 4-1/2 2-5/8 16-1/2 1/2 480 357 23800 34000 34000 47600 47600 68000

13/16 20 4-7/8 2-7/8 17-7/8 17/32 570 329 27800 39800 39800 55700 55700 79500

7/8 22 5-1/4 3-1/8 19-1/4 37/64 660 305 32200 46000 46000 64400 64400 91800

15/16 24 5-5/8 3-5/16 20-5/8 5/8 760 285 36800 52600 52600 73700 73700 105000

1 25 6 3-9/16 22 21/32 860 267 41800 59700 59700 83600 83600 119500

1-1/16 27 6-3/8 3-3/4 23-3/8 11/16 970 251 47000 67200 67200 94100 94100 135000

1-1/8 28 6-3/4 4 24-3/4 25/32 1080 237 52600 75000 75000 105000 105000 150000

1-3/16 30 7-1/8 4-1/4 26-1/8 25/32 1220 225 58400 83400 83400 116500 116500 167000

1-1/4 32 7-1/2 4-1/2 27-1/2 25/32 1350 213 64500 92200 92200 129000 129000 184000

1-5/16 33 7-7/8 4-3/4 28-7/8 7/8 1490 203 70900 101500 101500 142000 142000 203000

1-3/8 34 8-1/4 4-15/16 30-1/4 7/8 1630 195 77500 111000 111000 155000 155000 222000

1-7/16 36 8-5/8 5-3/16 31-5/8 15/16 1780 187 84500 120500 120500 169000 169000 241000

1-1/2 38 9 5-3/8 33 63/64 1940 179 91700 131000 131000 183500 183500 262000

1-9/16 40 9-3/8 5-5/8 34-3/8 1-1/32 2090 171 99200 142000 142000 198500 198500 284000

1-5/8 42 9-3/4 5-7/8 35-3/4 1-1/16 2240 165 108000 153000 153000 214000 214000 306000

1-11/16 43 10-1/8 6-1/16 37-1/8 1-3/32 2410 159 115000 166500 166500 229000 229000 327000

1-3/4 44 10-1/2 6-5/16 38-1/2 1-5/32 2590 153 123500 176000 176000 247000 247000 352000

1-13/16 46 10-7/8 6-1/2 39-7/8 1-3/16 2790 147 132000 188500 188500 264000 264000 377000

1-7/8 48 11-1/4 6-3/4 41-1/4 1-1/4 2980 143 140500 201000 201000 281000 281000 402000

1-15/16 50 11-5/8 7 42-5/8 1-9/32 3180 139 149500 214000 214000 299000 299000 427000

2 51 12 7-3/16 44 1-5/16 3360 133 159000 227000 227000 318000 318000 454000

2-1/16 52 12-3/8 7-7/16 45-3/8 1-3/8 3570 129 168500 241000 241000 337000 337000 482000

2-1/8 54 12-3/4 7-5/8 46-3/4 1-27/64 3790 125 178500 255000 255000 357000 357000 510000

2-3/16 56 13-1/8 7-7/8 48-1/8 1-15/32 4020 123 188500 269000 269000 377000 377000 538000

2-1/4 58 13-1/2 8-1/8 49-1/2 1-1/2 4250 119 198500 284000 284000 396000 396000 570000

2-5/16 59 13-7/8 8-5/16 50-7/8 1-17/32 4490 117 209000 299000 299000 418000 418000 598000

2-3/8 60 14-1/4 8-9/16 52-1/4 1-9/16 4730 113 212000 314000 314000 440000 440000 628000

STUD LINK ANCHOR CHAIN

All specifications in pounds and inches, unless otherwise stated.

C
A

B D
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C
A

B D

CHAIN SIZE LINK 
LENGTH

A

LINK
WIDTH 

B

LENGTH 
OVER FIVE 

LINKS 

C

GRIP 
RADIUS

D

WEIGHT PER 
15-FATHOM 

SHOT 
(APPROX.) 

NO. OF 
LINKS PER 

15-FATHOM 
SHOT

GRADE 1 GRADE 2 GRADE 3

INCHES MM PROOF 
TEST

BREAK 
TEST

PROOF 
TEST

BREAK 
TEST

PROOF 
TEST

BREAK
TEST

2-7/16 62 14-5/8 8-3/4 53-5/8 1-5/8 4960 111 231000 330000 330000 462000 462000 660000

2-1/2 64 15 9 55 1-5/8 5270 107 242000 346000 346000 484000 484000 692000

2-9/16 66 15-3/8 9-1/4 56-3/8 1-11/16 5540 105 254000 363000 363000 507000 507000 726000

2-5/8 67 15-3/4 9-7/16 57-3/4 1-11/16 5820 103 265000 379000 379000 530000 530000 758000

2-11/16 68 16-1/8 9-11/16 59-1/8 1-3/4 6110 99 277000 396000 396000 554000 554000 792000

2-3/4 70 16-1/2 9-7/8 60-1/2 1-13/16 6410 97 289000 413000 413000 578000 578000 826000

2-13/16 71 16-7/8 10-1/8 61-7/8 1-27/32 6710 95 301000 431000 431000 603000 603000 861000

2-7/8 73 17-1/4 10-3/8 63-1/4 1-7/8 7020 93 314000 449000 449000 628000 628000 897000

2-15/16 75 17-5/8 10-9/16 64-5/8 1-7/8 7330 91 327000 467000 467000 654000 654000 934000

3 76 18 10-13/16 66 2 7650 89 340000 485000 485000 679000 679000 970000

3-1/16 78 18-3/8 11 67-3/8 2 7980 87 353000 504000 504000 705000 705000 1008000

3-1/8 79 18-3/4 11-1/4 68-3/4 2-1/16 8320 85 366000 523000 523000 732000 732000 1046000

3-3/16 81 19-1/8 11-1/2 70-1/8 2-1/16 8660 85 380000 542000 542000 759000 759000 1084000

3-1/4 83 19-1/2 11-11/16 71-1/2 2-1/8 9010 83 393000 562000 562000 787000 787000 1124000

3-5/16 84 19-7/8 11-15/16 72-7/8 2-1/8 9360 81 407000 582000 582000 814000 814000 1163000

3-3/8 86 20-1/4 12-1/8 74-1/4 2-3/16 9730 79 421000 602000 602000 843000 843000 1204000

3-7/16 87 20-5/8 12-3/8 75-5/8 2-3/16 10100 77 435000 622000 622000 871000 871000 1244000

3-1/2 90 21 12-5/8 77 2-5/16 10500 77 450000 643000 643000 900000 900000 1285000

3-5/8 92 21-3/4 12-15/16 79-3/4 2-5/16 11300 73 479000 685000 685000 958000 958000 1369000

3-3/4 95 22-1/2 13-3/8 82-1/2 2-15/32 12000 71 509000 728000 728000 1019000 1019000 1455000

3-7/8 98 23-1/4 14 85-1/4 2-15/32 12900 69 540000 772000 772000 1080000 1080000 1543000

4 102 24 14-3/8 88 2-5/8 13700 67 571000 816000 816000 1143000 1143000 1673200

4-1/8 105 24-3/4 14-11/16 90-3/4 2-11/16 14560 65 603300 861800 861800 1206600 1206600 1732700

4-1/4 109 25-1/2 15-3/16 93-1/2 2-3/4 15350 63 635800 908300 908300 1271800 1271800 1816800

4-3/8 111 26-1/4 15-9/16 96-1/4 2-7/8 16200 61 669000 955700 955700 1338000 1338000 1911300

4-1/2 114 27 16 99 2-15/16 17100 59 702700 1003700 1003700 1405300 1405300 2007500

4-5/8 117 27-3/4 16-7/16 101-3/4 3 18000 57 736700 1052600 1052600 1473600 1473600 2105200

4-3/4 120 28-1/2 16-7/8 104-1/2 3-1/16 18900 57 771500 1102100 1102100 1542900 1542900 2204200

4-13/16 122 28-11/16 17 105-7/8 3-1/8 19400 57 789100 1127300 1127300 1578200 1578200 2254600

4-7/8 124 29-1/4 17-3/8 107-1/4 3-3/16 19900 55 806700 1152500 1152500 1613400 1613400 2304900

5 127 30 17-13/16 110 3-1/4 20900 53 842300 1203300 1203300 1684600 1684600 2406600

5-1/8 130 30-3/4 18-1/4 112-3/4 3-5/16 22000 52 878300 1254700 1254700 1756600 1756600 2509400

5-3/16 132 31-1/8 18-7/16 114-1/8 3-3/8 22500 51 896400 1280600 1280600 1792900 1792900 2561300

5-7/16 139 32-5/8 19-3/8 119-5/8 3-1/2 24500 49 970000 1385700 1385700 1940000 1940000 2771400

5-5/8 144 33-3/4 20 123-3/4 3-11/16 26100 47 1026000 1465800 1465800 2052100 2052100 2931500

5-13/16 148 34-15/16 20-3/4 127-7/8 3-3/4 27600 46 1082800 1546800 1546800 2165500 2165500 3093600

6 152 36 21-3/8 130 3-7/8 29100 45 1140100 1628700 1628700 2280200 2280200 3257400

All specifications in pounds and inches, unless otherwise stated.

STUD LINK 
ANCHOR CHAIN
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ORQ* & GRADE 4** STUD-LINK CHAIN

CHAIN SIZE LINK
LENGTH 

A

LINK
WIDTH 

B

LENGTH OVER 
FIVE LINKS 

C

WEIGHT PER 
15-FATHOM 

SHOT 
(APPROX.)

ORQ GRADE 4

INCHES MM PROOF TEST BREAK TEST PROOF TEST BREAK TEST

1 25 6 3-9/16 22 860 85000 131000
1-1/8 28 6-3/4 4 24-3/4 1080 107000 163000
1-1/4 32 7-1/2 4-1/2 27-1/2 1350 131000 200000
1-3/8 34 8-1/4 4-15/16 30-1/4 1630 158000 238000
1-1/2 38 9 5-3/8 33 1940 187000 282000
1-5/8 42 9-3/4 5-7/8 35-3/4 2240 218000 329000
1-3/4 44 10-1/2 6-5/16 38-1/2 2590 251000 379000
1-7/8 48 11-1/4 6-3/4 41-1/4 2980 287000 432000

2 51 12 7-3/16 44 3360 324000 489000 485600 616000
2-1/16 52 12-3/8 7-7/16 45-3/8 3570 344000 518500 523700 665400
2-1/8 54 12-3/4 7-5/8 46-3/4 3790 364000 548000 562000 712600

2-3/16 56 13-1/8 7-7/8 48-1/8 4020 384500 579500 602400 764300
2-1/4 58 13-1/2 8-1/8 49-1/2 4250 405000 611000 622600 790100

2-5/16 59 13-7/8 8-5/16 50-7/8 4490 427000 643500 642900 816000
2-3/8 60 14-1/4 8-9/16 52-1/4 4730 449000 676000 685600 870000
2-7/16 62 14-5/8 8-3/4 53-5/8 4960 471500 710000 728300 926200
2-1/2 64 15 9 55 5270 494000 744000 773300 982400
2-9/16 66 15-3/8 9-1/4 56-3/8 5540 517500 779500 818300 1040800
2-5/8 67 15-3/4 9-7/16 57-3/4 5820 541000 815000 865500 1099300

2-11/16 68 16-1/8 9-11/16 59-1/8 6110 565500 852000 889100 1129600
2-3/4 70 16-1/2 9-7/8 60-1/2 6410 590000 889000 912700 1159900

2-13/16 71 16 7/8 10 1/8 61-7/8 6710 615000 927000 949800 1207200
2-7/8 73 17-1/4 10-3/8 63-1/4 7020 640000 965000 986900 1254400

2-15/16 75 17-5/8 10-9/16 65-5/8 7330 666500 1004500 1025100 1302700
3 76 18 10-13/16 66 7650 693000 1044000 1063300 1351000

3-1/16 78 18-3/8 11 67-3/8 7980 720000 1084500 1115000 1416200
3-1/8 79 18-3/4 11-1/4 68-3/4 8320 747000 1125000 1155500 1466800

3-3/16 81 19-1/8 11-1/2 70-1/8 8660 774500 1167000 1195900 1517400
3-1/4 83 19-1/2 11-11/16 71-1/2 9010 802000 1209000 1236400 1570200

3-5/16 84 19-7/8 11-15/16 72-7/8 9360 830500 1252000 1278000 1628000
3-3/8 86 20-1/4 12-1/8 74-1/4 9730 859000 1295000 1323000 1684000
3-7/16 87 20-5/8 12-3/8 75-5/8 10100 888500 1339000 1368000 1740000
3-1/2 90 21 12-5/8 77 10500 918000 1383000 1412000 1797000
3-5/8 92 21-3/4 12-15/16 79-3/4 11300 977000 1473000 1504000 1916000
3-3/4 95 22-1/2 13-3/8 82-1/2 12000 1039000 1566000 1599000 2035000
3-7/8 98 23-1/4 14 82-1/4 12900 1101000 1660000 1696000 2159000

4 102 24 14-3/8 88 13700 1165000 1756000 1795000 2284000

All specifications in pounds and inches, unless otherwise stated.

C
A

B
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CHAINS

CHAINS

U.S.N. STUD-LINK 
WELDED

OPEN-LINK CHAIN 
COAST GUARD BUOY 
CHAIN

CHAIN SIZE
LINK 

LENGTH 
A

LENGTH OVER 6 LINKS 
D LINK

WIDTH 
B

GRIP
RADIUS 

C 

NUMBER OF 
LINKS PER 

15-FATHOM 
SHOT

PROOF TEST 
LOAD (LB.)

BREAK TEST 
LOAD (LB.)

NOMINAL 
WEIGHT PER 
15-FATHOM 
SHOT (LB.)MINIMUM NOMINAL MAXIMUM

3/4 4-1/2 19-3/8 19-1/2 19-13/16 2-5/8 1/2 369 48,000 75,000 430
7/8 5-1/4 22-5/8 22-3/4 22-1/16 3-1/8 37/64 305 64,000 98,000 660
1 6 25-7/8 26 26-3/8 3-9/16 21/32 267 84,000 129,000 860

1-1/8 6-3/4 29-1/16 29-1/4 29-5/8 4 25/32 237 106,000 161,000 1,080
1-1/4 7-1/2 32-5/16 32-1/2 32-15/16 4-1/2 25/32 213 130,000 196,000 1,350
1-3/8 8-1/4 35-9/16 35-3/4 38-1/4 4-15/16 7/8 193 157,000 235,000 1,630
1-1/2 9 38-13/16 39 39-1/2 5-3/8 63/64 177 185,000 280,000 1,940
1-5/8 9-3/4 42 42-1/4 42-7/8 5-7/8 1-1/16 165 216,000 325,000 2,240
1-3/4 10-1/2 45-1/4 45-1/2 46-1/8 6-5/6 1-5/32 153 249,000 380,000 2,590
1-7/8 11-1/4 48-1/2 48-3/4 49-1/2 6-3/4 1-1/4 143 285,000 432,000 2,980

2 12 51-11/16 52 52-3/4 7-3/16 1-5/16 135 318,000 454,000 3,360
2-1/8 12-3/4 54-15/16 55-1/4 56-1/8 7-5/8 1-27/64 125 357,000 510,000 3,790
2-1/4 13-1/2 58-3/16 58-1/2 59-3/8 8-1/8 1-1/2 119 396,000 570,000 4,250
2-3/8 14-1/4 61-7/16 61-3/4 62-3/4 8-9/16 1-9/16 113 440,000 628,000 4,730
2-1/2 15 64-11/16 65 66 9 1-5/8 107 484,000 692,000 5,270
2-5/8 15-3/4 67-7/8 68-1/4 69-1/4 9-7/16 1-11/16 101 530,000 758,000 5,820
2-3/4 16-1/2 71-1/8 71-1/2 72-9/16 9-7/8 1-13/16 97 578,000 826,000 6,410
2-7/8 17-1/4 74-3/8 74-3/4 75-7/8 10-3/8 1-7/8 93 628,000 897,000 7,020

3 18 77-5/8 78 79-3/16 10-13/16 2 89 679,000 970,000 7,650
3-1/8 18-3/4 80-13/16 81-1/4 82-1/2 11-1/4 2-1/16 87 732,000 1,046,000 8,320
3-1/4 19-1/2 84-1/16 84-1/2 85-3/4 11-11/16 2-1/8 83 787,000 1,124,000 9,010
3-3/8 20-1/4 87-5/16 87-3/4 89 12-1/8 2-3/16 79 843,000 1,204,000 9,730
3-1/2 21 90-9/16 91 92-5/16 12-5/8 2-5/16 77 900,000 1,285,000 10,500
3-5/8 21-3/4 93-13/16 94-1/4 95-5/8 12-15/16 2-5/16 73 958,000 1,369,000 11,300
3-3/4 22-1/2 97-1/16 97-1/2 98-7/8 13-3/8 2-15/32 71 1,019,000 1,455,000 12,000
3-7/8 23-1/4 100-1/4 100-3/4 102-3/16 14 2-15/32 69 1,080,000 1,543,000 12,900

4 24 103-1/2 104 105-1/2 14-3/8 2-5/8 67 1,143,000 1,632,000 13,700

COMMON LINKS END LINKS LOADS
WEIGHT PER 

15-FATHOM SHOT 
(APPROX.)

WIRE DIAMETER
A LINK

LENGTH 
B

LINK
WIDTH 

C

LENGTH 
OVER SIX 
LINKS D

WIRE 
DIAMETER

E

LINK LENGTH 
F

LINK
WIDTH 

G
PROOF TEST BREAK TEST

INCHES MM

 1/2 13 3 1-7/8 13 3/4 4-1/4 2-5/8 7500 15000 210
5/8 16 3-3/4 2-1/4 16-1/4 3/4 4-1/2 2-5/8 11500 23000 323
3/4 19 4-1/2 2-5/8 19-1/2 7/8 5-1/4 3-1/8 16000 32000 442
7/8 22 5-1/4 3-1/8 22-3/4 1-1/8 6-3/4 3-7/8 22000 40000 608
1 25 6 3-1/2 28 1-1/4 7-1/2 4-3/8 29000 58000 760
1-1/8 28 6-3/4 3-7/8 29-1/4 1-1/4 7-1/2 4-3/8 38500 77000 990
1-1/4 32 7-1/2 4-3/8 32-1/2 1-1/2 9 5-1/4 45500 91000 1245
1-1/2 38 9 5-1/4 39 1-7/8 11-1/4 6-1/2 65500 131000 1762
1-5/8 42 9-3/4 5-11/16 42-1/4 1-7/8 11-1/4 6-1/2 76500 153000 2040
1-3/4 44 10-1/2 6-1/16 45-1/2 2-1/8 12 7-3/16 86500 173000 2370
1-7/8 48 11-1/4 6-1/2 48-3/4 2-1/8 12 7-3/16 100000 200000 2640

All specifications in pounds and inches, unless otherwise stated.Per MIL-C-22521A.

All specifications in pounds and inches, unless otherwise stated.Per Military Spec MIL-C-24633.

D
A

B C

D

B

C G

E

A F

Length over six links.
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CHAINS

CH
AI

NS

DIA
R5 R4S R4 R3S R3

WEIGHT
KG/MBREAK

LOAD KN
PROOF

LOAD KN
BREAK

LOAD KN
PROOF

LOAD KN
BREAK

LOAD KN
PROOF

LOAD KN
BREAK

LOAD KN
PROOF

LOAD KN
BREAK

LOAD KN
PROOF

LOAD KN

68 5706 3976 4885 3798 4885 3423 4440 3102 3976 2782 92

70 6021 4196 5720 4008 5156 3613 4685 3274 4196 2935 98

73 6507 4535 6182 4331 5572 3904 5064 3538 4535 3172 107

76 7009 4884 6658 4665 6001 4205 5454 3811 4884 3417 116

78 7351 5123 6984 4893 6295 4411 5720 3997 5123 3584 122

81 7877 5490 7984 5243 6745 4726 6130 4283 5490 3840 131

84 8418 5866 7997 5603 7208 5051 6550 4577 5866 4104 141

87 8971 6252 8523 5972 7682 5383 6981 4878 6252 4374 151

90 9539 6647 9062 6349 8167 5723 7422 5187 6647 4650 162

92 9924 6916 9428 6606 8497 5954 7722 5396 6916 4838 169

95 10512 7326 9987 6997 9001 6307 8180 5716 7326 5125 181

97 10911 7604 10366 7263 9343 6547 8490 5933 7604 5319 188

100 11520 8028 10944 7668 9864 6912 8964 6264 8028 5616 200

102 11932 8315 11336 7942 10217 7159 9285 6488 8315 5817 208

105 12560 8753 11932 8360 10754 7536 9773 6829 8753 6123 221

107 12984 9048 12335 8643 11118 7790 10103 7060 9048 6330 229

111 13847 9650 13154 9217 11856 8308 10775 7529 9650 6750 246

114 14506 10109 13780 9665 12420 8703 11287 7887 10109 7071 260

117 15174 10574 14415 10100 12993 9104 11807 8521 10574 7397 274

120 15852 11047 15059 10551 13573 9511 12334 8619 11047 7728 288

122 16308 11365 15493 10855 13964 9785 12690 8868 11365 7950 298

124 16768 11686 15930 11161 14358 10061 13048 9118 11686 8175 308

127 17466 12171 16592 11626 14955 10479 13591 9497 12171 8515 323

130 18171 12663 17262 12095 15559 10903 14139 9880 12663 8858 338

132 18645 12993 17713 12411 15965 11187 14508 10138 12993 9089 348

137 19844 13829 18852 13209 16992 11906 15441 10790 13829 9674 375

142 21061 14677 20008 14019 18033 12637 16388 11452 14677 10267 403

147 22294 15536 21179 14839 19089 13376 17347 12122 15536 10868 432

152 23540 16405 22363 15669 20156 14124 18317 120800 16405 11476 462

157 24799 17282 23559 16507 21234 14879 19297 13484 17282 12089 493

162 26068 18166 24764 17351 22320 15641 20284 14174 18166 12708 525

165 26833 18699 25491 17861 22976 16100 20879 14590 18699 13081 545

168 27601 19234 26221 18372 23633 16560 21477 15008 19234 13455 564

171 128371 19771 26952 18884 24292 17022 22076 15427 19771 13831 585

175 29400 20488 27930 19569 25174 17640 22877 15986 20488 14333 613

178 30173 21027 28665 20084 25836 18104 23479 16407 21027 14709 634

180 30689 21387 29155 20428 26278 18414 23880 16687 21387 14961 648

185 31980 22286 30381 21287 27383 19188 24884 17389 22286 15590 685

188 32754 22825 31116 21802 28046 19652 25487 17810 22825 15968 707

191 33527 23364 31851 22317 28708 20116 26089 18231 22364 16345 730

194 34300 23903 32585 22831 29369 20580 26690 18651 23903 16721 753

197 35071 24440 33317 23344 30029 21043 27290 19070 24440 17097 776

200 35840 24976 34048 23856 30688 21504 27888 19488 24976 17472 800

205 37116 25866 35261 24706 31781 22270 28881 20182 25866 18094 841

STUDLESS CHAIN LOADS IN METRIC KN
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CHAINS

CHAINS

DIA
R5 R4S R4 R3S R3

WEIGHT
KG/MBREAK

LOAD KN
PROOF

LOAD KN
BREAK

LOAD KN
PROOF

LOAD KN
BREAK

LOAD KN
PROOF

LOAD KN
BREAK

LOAD KN
PROOF

LOAD KN
BREAK

LOAD KN
PROOF

LOAD KN

68 5706 4475 5420 4279 4885 3851 4440 3209 3976 2782 101

70 6021 4723 5720 4516 5156 4064 4685 3387 4196 2935 107

73 6507 5104 6182 4881 5572 4392 5064 3660 4535 3172 117

76 7009 5498 6658 5257 6001 4731 5454 3942 4884 3417 126

78 7351 5766 6984 5514 6295 4962 5720 4135 5123 3584 133

81 7877 6179 7484 5908 6745 5317 6130 4431 5490 3840 144

84 8418 6602 7997 6313 7208 5682 6550 4735 5866 4104 155

87 8971 7037 8523 6729 7682 6056 6981 5046 6252 4374 166

90 9539 7482 9062 7154 8167 6439 7422 5365 6647 4650 177

92 9924 7784 9428 7443 8497 6699 7722 5582 6916 4838 185

95 10512 8246 9987 7884 9001 7096 8180 5913 7326 5125 198

97 10911 8559 10366 8184 9343 7365 8490 6138 7604 5319 206

100 11520 9036 10944 8640 9864 7776 8964 6480 8028 5616 219

102 11932 9359 11336 8949 10217 8054 9285 6712 8315 5817 228

105 12560 9851 11932 9420 10754 8478 9773 7065 8753 6123 241

107 12984 10184 12335 9738 11118 8764 10103 7304 9048 6330 251

111 13847 10861 13154 10385 11856 9347 10775 7789 9650 6750 270

114 14506 11378 13780 10879 12420 9791 11287 8159 10109 7071 285

117 15174 11902 14415 11380 12993 10242 11807 8535 10574 7397 300

120 15852 12434 15059 11889 13573 10700 12334 8916 11047 7728 315

122 16308 12792 15493 12231 13964 11008 12690 9173 11365 7950 326

124 16768 13153 15930 12576 14358 11319 13048 9432 11686 8175 337

127 17466 13700 16592 13099 14955 11789 13591 9824 12171 8515 353

130 18171 14253 17262 13628 15559 12265 14139 10221 12663 8858 370

132 18645 14625 17713 13984 15965 12585 14508 10488 12993 9089 382

137 19844 15565 18852 14883 16992 13395 15441 11162 13829 9674 311

142 21061 16520 20008 15796 18033 14216 16388 11847 14677 10267 442

147 22294 17487 21179 16720 19089 15048 17347 12540 15536 10868 473

152 23540 18464 22363 17655 20156 15890 18317 13241 16405 11476 506

157 24799 19452 23559 18599 21234 16739 19297 13949 17282 12089 540

162 26068 20447 24764 19551 22320 17596 20284 14663 18166 12708 575

165 26833 21047 25491 20125 22976 18112 20879 15094 18699 13081 596

168 27601 21649 26221 20701 23633 18631 21477 15525 19234 13455 618

171 28371 22253 26952 21278 24292 19150 22076 15959 19771 13831 640

175 29400 23061 27930 22050 25174 19845 22877 16538 20488 14333 671

178 30173 23667 28665 22630 25836 20367 23479 16972 21027 14709 694

180 30689 24072 29155 23017 26278 20715 23880 17263 21387 14961 710

185 31980 25084 30381 23985 27383 21586 24884 17989 22286 15590 750

188 32754 25691 31116 24565 28046 22109 25487 18424 22825 15968 774

191 33527 26298 31851 25146 28708 22631 26089 18859 22364 16345 799

194 34300 26904 32585 25725 29369 23152 26690 19294 23903 16721 824

197 35071 27609 33317 26303 30029 23673 27290 19727 24440 17097 850

200 35840 28112 34048 26880 30688 24192 27888 20160 24976 17472 876

205 37116 29113 35261 27837 31781 25054 28881 20878 25866 18094 920

STUD CHAIN LOADS IN METRIC KN
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102

MOORING ROPE THIMBLE 50 M.M. PLATE

370 327 8 X 304 304 304 304 304 9 X 304 266 266

532

60

60

127

127 68

245 58
73

89 76

114

7490

SUPPORTING BODY

97

82 140

178

89 76

53
245

73

58

114

SWL  100 Tn

255 235 216 216 9 x 216 216 216

3295

120 230

TRIANGULAR SHACKLE  PICK UP ROPE 

102

100

63
60 42

190

51

51

72

102

50

70

70
50

72

51

51

102

190

53

CHAFE CHAIN ASSEMBLY

CHAFE CHAIN

“A” 76 mm. ORQ. - for vessels over 350.000 Tn DWT SWL 250 Tn – “B” 76 mm. - Grade 3 for vessels between 100.000 and 
350.000 Tn DWT SWL 20

“C” 54 mm. - for vessels over 100.000 Tn DWT
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CHAINS

CHAINS

DIA
PIN

DIA
PIN

38

70

R=19

R=140

R=136
R=140

R=105

R=105

DIA
PIN

DIA
PIN

247/257

DIA HOLE

DIA HOLE

DIA HOLE

398/406

R=76

R=28

R=28

76

38

70

127 127

203

127

95 130

210

90

57
95

57

460

390

97

152

330304304304

2,631

327327330405

405 236 232 216

1,989

216 216 232 236

100

70

O

O

R=70
R=55

R=70
R=45

105

95 72

203

130

R  127
PE

R
FE

C
TL

Y 
SM

O
O

TH
 S

U
R

FA
C

E

PE
R

FE
C

TL
Y 
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O

O
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U

R
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C
E

38
70

38
127

R=76

DIA HOLE

152

70
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3.35 D

3.6 D

3.96 D

4 D

6 D

1 D

6 D

6.6 D

6.75 D

1 D

1.1 D

1.2 D

DIMENSIONS
STUDLESS COMMON LINK

COMMON LINK

ENLARGED LINK

END LINK
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CHAINS

CHAINS

PROOF COIL CHAIN GRADE 28 / GRADE 30

TRADE SIZE WORK LOAD LIMIT 
IN LBS FEET PER DRUM FEET PER 1/2 DRUM MIN. WEIGHT PER FOOT IN LBS MAX. LENGTH PER 100 

LINKS

1/8’’ 375 — 1,000 .17 98.7’’

3/16’’ 750 1,500 750 .33 96.4’’

1/4’’ 1,250 800 400 .63 124’’

5/16’’ 1,900 550 275 .93 129.1’’

3/8’’ 2,650 400 200 1.41 137.8’’

7/16’’ 3,500 300 150 2.10 172.9’’

1/2’’ 4,500 200 100 2.40 179.1’’

5/8’’ 6,900 150 75 3.58 220.5’’

3/4’’ 9,750 100 50 5.48 275.6’’

7/8’’ 11,375 75 35 7.31 258.7’’

1’’ 13,950 60 30 9.41 287.8’’

CAUTION: NEVER EXCEED WORK LOAD 
LIMIT OF CHAIN. NEVER USE PROOF 
COIL CHAIN FOR OVERHEAD LIFTING OR 
WHERE IT’S FAILURE WILL CAUSE DAMAGE 
TO PROPERTY OR LIFE.

PROOF COIL CHAIN (GRADE 28) Self colored-zinc plated-hot galvanized

HIGH TEST CHAIN GRADE 43 / GRADE 40
CAUTION: NEVER EXCEED WORK LOAD LIMIT OF 
CHAIN. NEVER USE GRADE 43 TEST CHAIN FOR 
OVERHEAD LIFTING OR WHERE IT’S FAILURE WILL 
CAUSE DAMAGE TO PROPERTY OR LIFE.

HIGH TEST CHAIN (GRADE 43) Self colored-hot galvanized

TRADE SIZE WORK LOAD LIMIT 
IN LBS FEET PER DRUM FEET PER 1/2 DRUM MIN. WEIGHT PER FOOT 

IN LBS
MAX. LENGTH PER 

100 LINKS

1/4’’ 2,600 800 400 .63 124.0’’

5/16’’ 3,900 550 275 .93 129.1’’

3/8’’ 5,400 400 200 1.41 137.8’’

7/16’’ 7,200 300 150 2.10 172.9’’

1/2’’ 9,200 200 100 2.40 179.1’’

5/8’’ 11,500 150 75 3.58 220.5’’

3/4’’ 16,200 100 50 5.48 275.6’’
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CHAINS
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TRANSPORT CHAIN GRADE 70

ALLOY STEEL CHAIN GRADE 80

CAUTION: NEVER EXCEED WORK LOAD LIMIT OF CHAIN. NEVER USE GRADE 70 CHAIN FOR OVERHEAD LIFTING OR 
WHERE IT’S FAILURE WILL CAUSE DAMAGE TO PROPERTY OR LIFE.

TRADE SIZE WORK LOAD LIMIT 
IN LBS FEET PER DRUM FEET PER 1/2 DRUM MIN. WEIGHT PER FOOT IN LBS MAX. LENGTH PER 100 

LINKS

1/14’’ 3,150 lbs. 800 400 0.63 lbs. 124.0’’

5/16’’ 4,700 550 275 0.93 129.1’’

3/8’’ 6,600 400 200 1.41 137.8’’

1/2’’ 11,300 200 100 2.40 179.1’’

MATERIAL DIAMETER DIAMETER LINK DIMENSIONS 
INSIDE WLL* LINKS WEIGHT PER 

100’

 NOMINAL IN.  ACTUAL IN. ACTUAL MM. LENGTH IN. WIDTH IN. LBS PER FT. LBS.

1/4’’ .236 6 .70 .315 2,100 16.9 53

9/32’’ .275 7 .82 .394 3,500 14.5 74

5/16’’ .314 8 .94 .469 4,500 12.7 94

3/8’’ .393 10 1.18 .575 7,100 10.1 148

1/2’’ .512 13 1.53 .764 12,000 7.8 256

5/8’’ .629 16 1.89 .937 18,100 6.3 383

3/4’’ .787 20 2.36 1.142 28,300 5.1 605

7/8’’ .866 22 2.60 1.307 34,200 4.6 732

1’’ 1.020 26 3.07 1.379 47,700 3.9 1,020

1-1/4’’ 1.260 32 3.78 1.713 72,300 3.1 1,550

1-1/2’’ 1.490 38 4.48 2.000 99,000 2.6 2,090

Plated.
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CHAINS

CHAINS

ALLOY STEEL CHAIN GRADE 100

STAINLESS STEEL CHAIN

MATERIAL DIAMETER DIAMETER LINK DIMENSIONS 
INSIDE WLL LINKS WEIGHT PER 

100’

NOMINAL IN. ACTUAL IN. ACTUAL MM. LENGTH IN. WIDTH IN. LBS PER FT. LBS.

9/32’’ .275 7 .82 .394 4,300 14.5 74

5/16’’’ .314 8 .94 .469 5,700 12.7 94

3/8’’ .393 10 1.18 .575 8,800 10.1 148

1/2’’ .512 13 1.53 .764 15,000 7.8 256

5/8’ .629 16 1.89 .937 22,600 6.3 383

The information on this page is to be used for comparison purposes only.
Please consult reliable engineering texts when danger to life or property is possible.

TRADE SIZE DRUM WORKING LOAD 
LIMITS (LBS)

MATERIAL 
DIAMETER INSIDE LENGTH INSIDE WIDTH WEIGHT PER 100 FT 

(LBS)

1/8’’ 1000’ 375 .156 .94 .25 17

3/16’’’ 1500’ 1,150 .217 .98 .30 38

1/4’’ 800’ 1,860 .275 1.24 .38 61

5/16’’ 550’ 2,425 .330 1.29 .44 84

3/8’’ 400’ 3,800 .394 1.38 .55 140

1/2’’ 200’ 6,425 .512 1.79 .72 234

5/8’’ 150’ 9,725 .630 2.20 .79 358

3/4’’ 60’ 15,175 .787 2.76 .98 551

DO NOT USE FOR OVERHEAD LIFTING. Do not exceed working load limit.
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DOCK FENDER CHAIN

SIZE/DIA. 1/2 INCH 5/8 INCH 3/4 INCH 1 INCH 12.7 MM 15.9 MM 19.1 MM 25.4 MM

Proof test 15,000* 35,000* 55,000* 100,000* 6,804** 15,876** 24,948** 45,351**

Av. Ult. Strength 35,000* 58,000* 105,000* 160,000* 15,876** 26,308** 47,627** 72,562**

Max. elongation 15% 15% 15% 15% 15% 15% 15% 15%

Brinell hardness 229-277 229-277 331-388 331-388 229-277 229-277 229-277 331-388

Links per ft. (per m) 
nominal 3.2 3.2 3.2 2.9 10.5 10.5 10.5 9.54

Wt. per 100ft. (per m) 205* 320* 446* 814* 3.05 4.78 4.78 12.1

Max. link width 1.874 2.243 2.700 3.375 47.6 56.97 56.97 85.72

A (inside length) 3.25
+.015-0

3.75
+.015-0

3.7500
 ± .025 4.125 95.25 95.25 95.15 104.78

B (inside width) .789 ± 
.031

.900 ± 
.031 1.125 ± .031 1.375 20.04 22.86 28.48 34.93

C (thickness) .531 .656 .750 ± .008 1.000 13.49 16.66 19.05 25.40

D (max. swell) .025 0.25 — — .064 .064 — —

Alloy safety anchor 
shackle 851A 852A 854A 854A 851A 852A 854A 854A

Shackle ultimate strength 60,000* 81,000* 135,000* 135,000* 27,216** 36,741** 61,235** 61,235**

** STRENGTHS AND WEIGHTS IN KG.* STRENGTHS AND WEIGHTS IN LBS.

HOT DIPPED GALVANIZED

A

Se
ct

.
vi

ew
C

Typical Link

B
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CHAINS

CHAINS

LONG LINK HIGH TEST CHAIN GRADE-43

NOMINAL 
CHAIN SIZE

INCHES

WEIGHT
PER 100’  

(LBS)

C
(IN)

A
(IN)

B
(IN)

WORKING LOAD
(LBS)

PROOF LOAD 
(LBS)

BREAKING 
STRENGTH

(LBS)

3/8’’ 117 3/8’’ 2-3/8’’ 5/8’’ 3,500 7,000 14,000

1/2’’ 186 1/2’’ 3-1/4’’ 3/4’’ 6,000 12,000 24,000

5/8’’ 290 5/8’’ 3-3/4’’ 7/8’’ 9,500 19,000 38,000

3/4’’ 460 3/4’’ 3-3/4’’ 1-1/4’’ 13,500 27,000 54,000

1’’ 832 1’’ 4-1/8’’ 1-3/8’’ 23,200 46,400 92,800

FINISH: HOT DIPPED GALVANIZED
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LONG LINK LASHING CHAIN GRADE-70

LONG LINK LASHING CHAIN GRADE-80

FINISH: HOT DIPPED GALVANIZED
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Typical Link

B

NOMINAL 
CHAIN SIZE

INCHES

WEIGHT
PER 100’  

(LBS)

C
(IN)

A
(IN)

B
(IN)

WORKING LOAD
(LBS)

PROOF LOAD 
(LBS)

BREAKING 
STRENGTH

(LBS)

1/2’’ 202 1/2’’ 3-1/8’’ 1’’ 10,000 20,000 39,000

FINISH: HOT DIPPED GALVANIZED

NOMINAL 
CHAIN SIZE

INCHES

WEIGHT
PER 100’  

(LBS)

C
(IN)

A
(IN)

B
(IN)

WORKING LOAD
(LBS)

PROOF LOAD 
(LBS)

BREAKING 
STRENGTH

(LBS)

3/8’’ 143 3/8’’ 2-3/8’’ 1/2’’ 7,100 14,200 28,400

1/2’’ 231 1/2’’ 3-1/4’’ 3/4’’ 10,000 20,000 40,000

5/8’’ 290 5/8’’ 3-3/4’’ 7/8’’ 17,500 35,000 70,000

3/4’’ 506 3/4’’ 3-3/4’’ 1-1/4’’ 27,500 55,000 110,000

1’’ 902 1’’ 4-1/8’’ 1-3/8’’ 43,400 86,800 173,600
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LASHING CHAIN

L

W

DESCRIPTION MATERIAL
INSIDE LENGTH

DIAMETER
‘‘L’’ (MM)

INSIDE WIDTH
DIAMETER
‘‘W’’ (MM)

BREAK LOAD
(LBS.)

9 mm C Mn Si 53.0 14.0
7,700

3/8’’ Steel 2-1/16’’ 9/16’’

11 mm C Mn Si 63.0 18.0
10,800

7/16’’ Steel 2-7/16’’ 11/16’’

13 mm C Mn Si 80.0 23.0
14,500

1/2’’ Steel 3-1/8’’ 7/8’’

16 mm C Mn Si 90.0 24.0
23,150

5/8’’ Steel 3-3/4’’ 15/16’’

19 mm C Mn Si 90.0 29.0
33,000

3/4’’ Steel 3-3/4’’ 1-1/8’’

25 mm C Mn Si 105.0 34.0
61,500

1’’ Steel 4-1/8’’ 1-3/8’’

WEIGHT:	 For 9mm chain	 =	 0.94	 lbs./ft.
	 For 11mm chain	 =	 1.25	lbs./ft.
	 For 13mm chain	=	 1.98	 lbs./ft.
	 For 16mm chain	=	 3.20	lbs./ft.
	 For 19mm chain	=	 4.46	lbs./ft.
	 For 25mm chain	=	 6.14	 lbs./ft.
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WELDLESS CHAIN

TRADE SIZE MATERIAL DIAMETER IN. INSIDE LENGTH 
IN. LINKS PER FT. WEIGHT PER 10 

FT LBS.
WORKING LOAD 

LIMIT LBS.

DOUBLE LOOP CHAIN

5 .062 .92 12 3-1/2 55
4 .072 1.00 12 4-1/2 70
3 .080 1.09 11 5-1/4 90
2 .091 1.33   9 7-1/2 115
1 .105 1.50   8 10 155
1/0 .120 1.71   7 13 200
2/0 .135 1.71   7 17 255
3/0 .148 2.18 5.5 20 305
4/0 .162 2.18 5.5 23 365
8/0 .225 2.90 4.1 48 705

SINGLE LOOP CHAIN

2 .091 1.08 11.3 9 155
1/0 .120 1.29 9.3 16 265
2/0 .135 1.48 8.1 23 340
3/0 .148 1.63 7.4 26 405
4/0 .162 1.80 6.7 29 485
5/0 .177 2.15 5.6 34 580

SINGLE JACK CHAIN

18 .047 .39 31 1-3/4 5
16 .062 .48 25 2-3/4 11
14 .080 .63 19 5 16
12 .105 .75 16 8-1/2 29
10 .135 .92 13 13 48
8 .162 1.09 11 20 60

SPECIAL WELL CHAIN 1/0 .135 2.44 5.4 41 255
Stock Thickness In.

SASH CHAIN

8 .035 .57 21 4 75
25 .042 .57 21 5 95
30 .028 .57 21 5-1/2 80
35 .035 .57 21 7 105
40 .042 .55 22 8 150
45 .050 .55 22 9-1/2 175
50 .062 .62 19-1/2 13 225

SAFETY CHAIN BRASS
1/0 .018 .44 27 2 23
1/0 .023 .50 24 2-1/4 35
1 .028 .60 20 3 45

NOTE: The grades of chain on this page are not intended to use as sling or 
lifting chains.

Double Loop Chain

Single Loop Chain

Single Jack Chain

Special Well Chain

Sash Chain

Safety Chain Brass

*CAUTION: Working Load Limits Should Not Be Exceeded.
All data approximate and subject to variation.
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WELDED CHAIN
Coil Chain Twist Link

Coil Chain Straight Link

Machine Chain Twist Link

Machine Chain Straight Link

TRADE SIZE 4 3 2 1/0 2/0 3/0 4/0 5/0 6/0 7/0 8/0 9/0 11/0
Fractional - In. 1/8 9/64 5/32 11/64 3/16 13/64 7/32 1/4 9/32 5/16 11/32 3/8 7/16
Decimal - In. 0.120 0.135 0.148 0.177 0.192 0.207 0.218 0.250 0.281 0.312 0.344 0.375 0.437

COIL CHAIN 
TWIST LINK

Inside Length - In. 1-3/32 1-9/64 1-9/64 1-15/64 1-15/64 1-3/8 1-15/32
Inside Width - In. 15/64 15/64 17/64 19/64 21/64 11/32 3/8
Links per Ft. 11 10-1/2 10-1/2 9-3/4 9-3/4 8-1/4 8-1/8
Wt. Per 100 Ft. - Lbs. 10 13 16 24 29 36 48
*Wkg. Load Limit - Lbs. 195 240 295 415 495 635 835

COIL CHAIN 
STRAIGHT 

LINK

Inside Length - In. 1-9/24 1-11/64 1-11/64 1-15/64 1-19/64 1-13/32 1-33/64
Inside Width - In. 15/64 9/32 9/32 5/16 11/32 3/8 7/16
Links per Ft. 10-1/2 10-1/4 10-1/4 9-3/4 9-1/4 8-1/2 7-7/8
Wt. Per 100 Ft. - Lbs. 10 15 15 23 27 35 46
*Wkg. Load Limit - Lbs. 205 310 310 440 520 670 880

MACHINE 
CHAIN 

TWIST LINK

Inside Length - In. 33/64 37/64 37/64 11/16 23/32 55/64 1
Inside Width - In. 5/32 15/64 15/64 17/64 19/64 11/32 3/8
Links per Ft. 23-1/2 21 21 17-1/2 16-1/2 14 12
Wt. Per 100 Ft. - Lbs. 13 20 20 29 34 43 57
*Wkg. Load Limit - Lbs. 205 310 310 440 520 670 880

MACHINE 
CHAIN 

STRAIGHT 
LINK

Inside Length - In. 35/64 19/32 19/32 47/64 25/32 29/32 1-1/16
Inside Width - In. 7/32 1/4 1/4 5/16 23/64 25/64 7/16
Links per Ft. 22 20 20 16-1/2 15-1/4 13-1/4 11-1/4
Wt. Per 100 Ft. - Lbs. 12 19 19 27 32 41 54
*Wkg. Load Limit - Lbs. 215 325 325 465 545 700 925

CROSS 
CHAIN

Links per Ft. 11 9-3/4 9-1/2 7-1/2
Wt. Per 100 Ft. - Lbs. 94 113 142 189

SIDE CHAIN

Inside Length - In. 1-13/16 1-59/64 1-15/16 1-15/16 2-3/16
Inside Width - In. 31/64 17/32 17/32 17/32 21-32
Links per Ft. 6-5/8 6-1/4 6-1/5 6-1/5 5-1/2
Wt. Per 100 Ft. - Lbs. 58 72 88 112 153

PASSING 
LINK CHAIN

Inside Length - In. 7/8 7/8 7/8
Inside Width - In. 15/32 15/32 15/32
Links per Ft. 13-5/8 13-5/8 13-5/8
Wt. Per 100 Ft. - Lbs. 33 38 43
*Wkg. Load Limit - Lbs. 520 605 670

Cross Chain

Side Chain

Passing Link Chain
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NOTES


